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MD 404 IS ASSUMED TO RUNIN

CONSTRUCTION NOTES:

. USE EXISTING SIGNAL AND CONTROLLER AS SHOWN.

2. CONTRACTOR SHALL USE A VARIABLE MESSAGE SIGN
AT LEAST 7 DAYS PRIOR TO LANE SHIFTS TO ADVISE.
THE PUBLIC OF PENDING LANE SHIFTS.

3. REALIGN EXISTING SIGNAL HEADS 1,2,3,4 AS 10,2,q,34q,
- AND 4a RESPECTIVELY, AS SHOWN.

4. REALIGNMENT OF TRAFFIC SIGNAL HEADS SHALL BE
CONDUCTED DURING THE NIGHTTIME.

5. FLAGGING OPERATIONS ARE REQUIRED DURING THE
- TRAFFIC SIGNAL HEAD REALIGNMENT.
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NEMA PHASING

B2

FLASHING
OPERATION

, 36 78
NOTE:

PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY.
PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.

AN EAST-WEST DIRECTION
6. SEE PHASE-I MOT PLANS FOR FLAGGING OPERATIONS.'
5. REFER TO PAVEMENT MARKING AND SIGNING PLAN
FOR INTERSECTION SIGNAGE.
6. DISTRICT CONTACT: MR. TOM REVILLE 410-810-3277
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PROJECT DESCRIPTION

1. GENERAL

THIS PRGJECT INVOLVES THE RECONSTRUCTION
OF THE TRAFFIC SIGNAL AT THE INTERSECTION
MD 404 (SHORE HIGHWAY) AND MD 313
(FEDERALSBURG HIGHWAY) IN CAROLINE COUNTY.

THE INTERSECTION IS BEING RECONSTRUCTED TO PROVIDE
A NEW RIGHT TURN BY-PASS LANE AT THE MD 313 APPROACH.
MD 404 IS ALSO BEING WIDENED TO PROVIDE A DEDICATED
LEFT TURN AND A THRU LANE AT THE WESTBOUND APPROACH.
ALL TURNS WILL BE CHANNELIZED. ’

AN EXCLUSIVE/PERMISSIVE LAG PHASE WILL BE PROVIDED
FOR THE WESTBOUND LEFT TURN MOVEMENTS. '
VIDEO DETECTION WILL BE INSTALLED FOR THE MD 313
APPROACH AND WESTBOUND LEFT-TURN MOVEMENTS.

MD 404 RUNS IN AN EAST-WEST DIRECTION.

THIS PHASE — PHASE 1 INVOLVES WIDENING ALONG MD 404.
MOT OPERATIONS WILL UTILIZE THE EXISTING SIGNAL HEADS
REALIGNED FOR THE PROPOSED LANE SHIFTS DURING

THIS PHASE. :

BY:

'THE EXISTING CONTROLLER AT THE INTERSECTION

2. INTERSECTION OPERATION
NORMAL OPERATION

THE TRAFFIC SIGNAL CURRENTLY OPERATES IN A NEMA
THREE-PHASE FULL TRAFFIC ACTUATED MODE.

DURING THIS PHASE. THE TRAFFIC SIGNAL WILL CONTINUE
TO OPERATE IN A NEMA THREE-PHASE FULL TRAFFIC
ACTUATED MODE.

3. CONTROLLER INFORMATION

WILL BE USED DURING THIS PHASE OF OPERATION.

PROJECT CONTACTS

MR. RICHARD K. LINDSAY . MR. BARRY CLOTHIER

DISTRICT ENGINEER
PHONE: 410~810-3210 DISTRICT UTILITY ENGINEER

MR. ROBERT L. KIEL
ASSISTANT DISTRICT ENGINEER - 22;55?““" RODENHIZER
TRAFF1C SIGNAL OPERATIONS SECTION

PHONE: 410-810-3240 PHONE: 410-787-7652

MR. TERRY 0. WRIGHT
ASSISTANT DISTRICT ENGINEER -
MAINTENANCE

PHONE: 410-810-3250

MR. ROBERT SNYDER
ASSISTANT DIVISION CHIEF,
TRAFFIC OPERATIONS
PHONE: 410-787-7631
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STATE OF MARYLAND
DEPARTMENT OF TRANSPORTATION
STATE HIGHWAY ADMINISTRATION

OFFICE OF TRAFAC & SAFETY
TRAFFIC ENGINEERING DESIGN DIVISION -

MD 404 AT MD 313 |
TEMPORARY SIGNAL CONSTRUCTION DUE TO GEOMETRIC CHANGES

SEOMFTRIC LEGEND APPROVALS REVISIONS TEMPORARY SIGNAL PLAN - MOT PHASE 1
12/17/07 . . N ‘
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